


Wide R ange Of P rint T ypes

Printable Height
External C onn ections
Templat e Length
Datab ase

Adv an ced Features

Printable Char acters
Print L angua ges

System L angua ges

Choice of up to 6 independent printheads

Printin g Techn ology
Contr oller Dim ensions

Printh ead Dim ensions

Contr oller W eight
Print He ad W eight
Displa y

Pow er Supply
Resolution

Print Speed

Print Density

Throw Distan ce

Text, Count er
Bo x/L ot

Dat etim e
Expir y Dat e
Julian Dat e
Shift code

Ima ge

Datab ase

1D & 2D Bar codes
(Code 11, Code 39, Code 128, EAN, QR, Datamatrix, GS1 Datamatrix)

Maximum 152.4mm / 6 printheads

External Sensor, Encoder and Alarm Bteacon

1.5m

TXT, CSV

1-Inch TIJ
305.6x 200.9 x 64.2 mm

140.5 x 45.9 x 94.5 mm ( 1 Printhead)
140.5 x 80.8 x 119.5 mm (2 Printheads)
140.5 x 107.8 x 144.3 mm (3 Printheads)
140.5 x 135.8 x 169 mm (4 Printheads)
140.5 x 203.5 x 219.2 mm (6 Printheads)

2,750g
2799

10" LCD Touch Screen

AC 100V-240V, 50/60Hz, DC 24V 9.2A
Max 300 DPI

Up to 40m/min at 300 DPI

3levels

5mm

Free designint emplat e upt o 152.4mm (6 Inches)

POD (Print onlin e data) Int egr ate with oth er de vices (PLC, Cam era,
Checkweigh er) via RJ45
Real-tim e Printin g

W YSIWYG (whaty ou see is whaty ou get)
Data uplo ad, Backup & Rec overy via USB

Windows true fonts - Free design in template up to 152.4mm (6 Inches)

English (def ault),Vietham ese, Chin ese (P RC), Turk ish, Korean, Russian,
Jap anese, Hebr ew, Spanish, Thai, P ortuguese an d Ar abic (and others)

English (def ault), German, V ietham ese, Chin ese, Korean, Russian, T urk ish,
Portuguese, Sp anish, P olish, Gr eek an d Italian (an d oth ers)
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